SCHOOL OF PLANNING AND ARCHITECTURE: NEW DELHI
4, Block – B, I.P. Estate, New Delhi – 110 002
Ref. No.: F.11.11/10-11/SPA(PSM)




            
  11th June, 2010

Date of opening: 21.06.2010 at 03:30 p.m.

NOTICE INVITING QUOTATION
Name of work:
CONSTRUCTION OF SEPARATE ROOM AT ELECTRIC SUB/STATION OF ARCHITECTURE COMPLEX FOR PROVIDING METERING CUBICAL BY BSES FOR CONVERSION OF EXISTING ELECTRIC CONNECTION FROM LT TO HT, CA NO.100000979.

(ESTIMATED COST: RS.62,439/-)

I am directed to invite sealed quotations to undertake the work of Construction of Separate Room at Electric Sub/Station of Architecture Complex.  You are requested to quote rate of the above work in the enclosed schedule of work.

The rates quoted shall include all transportation of material, labour charges, material cost, all taxes etc.


The quotations should be submitted in a sealed cover superscribed “Quotation for Construction of separate room at Electric Sub Station of Architecture Complex for providing metering cubical by BSES for conversion of existing electric connection from LT to HT.”  All quotations must reach the undersigned on or before 21.06.2010 upto 03:00 p.m.  The quotations shall be opened on the same day at 03:30 p.m. in the Purchase, Store and Maintenance Section of the School.


The department reserves the rights to reject / accept any or all the quotations without assigning any reasons thereof.


Thanking you,

Yours faithfully,

(ASHOK SHARMA)

Assistant Registrar (PSM)
Encl.: Schedule of work
SCHOOL OF PLANNING AND ARCHITECTURE, NEW DELHI

(Purchase, Store & Maintenance Section)

Ref. No.: F.11.11/10-11/SPA(PSM)






        11th June, 2010

SCHEDULE OF WORK

Name of work:
CONSTRUCTION OF SEPARATE ROOM AT ELECTRIC SUB/STATION OF ARCHITECTURE COMPLEX FOR PROVIDING METERING CUBICAL BY BSES FOR CONVERSION OF EXISTING ELECTRIC CONNECTION FROM LT TO HT, CA NO.100000979 (Estimated Cost: Rs.62,439/-)

(In Rupees)

	S.No.
	Description of work
	Qty.
	Rate
	Unit
	Total

	1.
	Demolishing cement concrete manually/by mechanical means including disposal of material within 50 metres lead as per direction of Engineer – in – Charge: 
	
	
	
	

	a)
	1:3:6 or richer mix
	0.20
	
	Cum.
	

	b)
	1:4:8 or leaner mix
	0.30
	
	Cum.
	

	2.
	Earth work in excavation by mechanical means (Hydraulic excavator)/ manual means in foundation trenches or drains (not exceeding 1.5 m in width or 10 sqm on plan) including dressing of sides and ramming of bottoms, lift up to 1.5 m, including getting out the excavated soil and disposal of surplus excavated soil as directed, within a lead of 50 m: All kinds of soil.
	1.20
	
	Cum.
	

	3.
	Providing and laying in position cement concrete of specified grade excluding the cost of centering and shuttering – All work up to plinth level:
	
	
	
	

	a)
	1:4:8 (1 cement : 4 coarse sand : 8 graded stone aggregate 40mm nominal size)
	0.40
	
	Cum.
	

	b)
	1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 20 mm nominal size)
	1.00
	
	Cum.
	

	4.
	Brick work with FPS bricks of class designation 75 in foundation and plinth in: Cement mortar 1:4 (1 cement: 4 coarse sand).
	0.85
	
	Cum.
	

	5.
	Half brick masonry with FPS bricks of class designation 75 in superstructure above plinth level upto floor V level: Cement mortar 1:3 (1 cement: 3 coarse sand).
	20.00
	
	Sqm.
	

	6.
	Extra for providing and placing in position 2 Nos. 6mm dia. M.S. bars at every third course of half brick masonry (with F.P.S. bricks).
	0.50
	
	Sqm.
	

	TOTAL:
	


P.T.O.

… 2 …

 (In Rupees)

	S.No.
	Description of work
	Qty.
	Rate
	Unit
	Total

	B/F:
	

	7.
	Brick work with F.P.S. bricks of class designation 75 in superstructure above plinth level up to floor V level in all shapes and sizes in – Cement mortar 1:4 (1 cement : 4 coarse sand)
	0.40
	
	Cum.
	

	8.
	Providing and laying damp-proof course 40mm thick with cement concrete 1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 12.5mm nominal size).
	1.26
	
	Sqm.
	

	9.
	Applying a coat of residual petroleum bitumen of penetration 80/100 of approved quality using 1.7kg per square metre on damp proof course after cleaning the surface with brushes and finally with a piece of cloth lightly soaked in kerosene oil.
	1.26
	
	Sqm.
	

	10.
	12mm cement plaster of mix: 1:4 (1 cement : 4 fine sand)
	63.00
	
	Sqm.
	

	11.
	15 mm cement plaster on the rough side of single or half brick wall of mix: 1:4 (1 cement: 4 fine sand)
	38.00
	
	Sqm.
	

	12.
	Distempering with oil bound washable distemper of approved brand and manufacture to give an even shade: New work (two or more coats) over and including priming coat with cement primer.
	112.00
	
	Sqm.
	

	13.
	Removing white or colour wash by scrapping and sand papering and preparing the surface smooth including necessary repairs to scratches etc. complete.
	112.00
	
	Sqm.
	

	14.
	Painting with synthetic enamel paint of approved brand and manufacture of required colour to give an even shade: Two or more coats on new work over an under coat of suitable shade with ordinary paint of approved brand and manufacture
	42.00
	
	Sqm.
	

	15.
	Demolishing brick work manually/ by mechanical means including stacking of serviceable material and disposal of unserviceable material within 50 metres lead as per direction of Engineer-in-Charge: In cement mortar.
	0.60
	
	Cum.
	

	16.
	Providing and fixing door chowkhats of hillock wood size 7’-0 x 3’-0, 4” x 3” section including fixing of chowkhats with necessary hold fast in 1:3:6 in existing opening
	1 Job
	
	Each Job
	

	TOTAL:
	


Contd……..P/3…

… 3 …

(In Rupees)

	S.No.
	Description of work
	Qty.
	Rate
	Unit
	Total

	B/F:
	

	17.
	Providing and fixing window chowkhats of hollock wood size 2’-0 x 1’-0, 4” x 3” section including fixing of chowkhats with necessary hold fast 1:3:6 and making the existing opening and fixing required pattern of grill as per approved sample and direction of Engineer-in-Charge.
	1 Job
	
	Each Job
	

	18.
	6 MM CEMENT PLASTER:

Neat cement punning
	5.00
	
	Sqm.
	

	19.
	Repairs to plaster of thickness 12mm to 20mm in patches of area 2.5 sq. meters and under including cutting the patch in proper shape, raking out joints and preparing and plastering the surface of the walls complete including disposal of rubbish to the dumping ground within 50metres lead: With cement mortar 1:4 (1 cement : 4 fine sand).
	50.00
	
	Sqm.
	

	20.
	Providing and laying precast SFRC RCC slabs of required size and thickness with 2 MS hooks, angle item frame as per approved patterns.
	2.00
	
	Cum.
	

	21.
	Finishing walls with Acrylic Smooth exterior paint of required shade: New work (Two or more coats applied @ 1.67 ltr/10 sqm over and including base coat of water proofing cement paint applied @ 2.20 kg/ 10 sqm).
	130.00
	
	Sqm.
	

	22.
	Providing and fixing ISI marked flush door shutters conforming to IS: 2202 (Part I) non-decorative type, core of block board construction with frame of 1st Class hard wood and well matched commercial 3 ply veneering with vertical grains or cross bands and face veneers on both faces of shutters: 35 mm thick including ISI marked Stainless Steel butt hinges with necessary screws. 
	1.96
	
	Sqm.
	

	23.
	Providing and fixing aluminum sliding door bolts ISI marked anodized (anodic coating not less than grade AC 10 as per IS : 1868) transparent or dyed to required colour or shade with nuts and screws etc. complete : 250 x 16 mm
	1.00
	
	Each
	

	TOTAL:
	


P.T.O.
… 4 …

(In Rupees)

	S.No.
	Description of work
	Qty.
	Rate
	Unit
	Total

	B/F:
	

	24.
	Providing and fixing aluminum tower bolts ISI marked anodized (anodic coating not less that grade AC 10 as per IS : 1868) transparent or dyed to required colour or shade with necessary screws etc. complete:
	
	
	
	

	a)
	250 x 10 mm
	1.00
	
	Each
	

	b)
	150 x 10 mm
	3.00
	
	Each
	

	TOTAL:
	


(Rupees __________________________________________________________________ only)

Terms & Conditions:

· The work shall be carried out as per CPWD specifications.

· The work shall be completed within three weeks from the date of issue of work order otherwise 1% penalty per day upto a maximum of 10% shall be imposed on gross amount of bill.

· Before start of work, contractor shall get approved sample of each item.  The full quantity of individual item to be used should have one batch number of manufacturer.

Seal, Signature, complete address &



          (ASHOK SHARMA)
Telephone nos. of the Contractor




   ASSISTANT REGISTRAR
